
Sumps  
type NA 

for overrun covers

NA2 Sump
1400x1200, h=950  
with internal clearance 920x920

NA3 Sump
1400x1200, h=950  
with clearance 1400x740

Sump NA3-P 
741-000-0017

Sump NA2-Z 
741-002-0059

Sump NA2-P AdBlue 
741-000-0152

Sump NA2-P 
741-000-0009

930 (ext.)

740 (ext.)

1200 (ext.)1400 (ext.)

1400 (ext.)

1400 (ext.) 1200 (ext.)
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Sump type 
and code

Version

NA2-Z 
741-002-0059

Sump hot dip galvanized

NA2-P AdBlue 
741-000-0152

Sump painted outside and inside for AdBlue

NA2-P 
741-000-0009

Sump painted with primer

Installation to tank access shaft with screws.

Method of mounting to the tank

Installation to tank access shaft with screws.

Method of mounting to the tank

Sump type 
and code

Version

NA3-P 
741-000-0017

Sump painted with primer
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NA type Sump

Sump QNA4-P 
740-000-0009

Sump QNA4-P AdBlue 
740-000-0138

Sump QNA4
1200x1200, h=950 with clearance 920x920

920 (int.) 920 (int.)

1200 (ext.)
1200 (ext.)
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Sump type 
and code

Version

QNA4-P 
740-000-0009

Sump painted with primer

QNA4-P AdBlue 
740-000-0138

Sump painted with primer, inside painted for AdBlue

QNA4-E 
740-000-0039

Sump painted with PUR

Installation to tank access shaft with screws.

Method of mounting to the tank


